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PLASTICS AND RUBBER INDUSTRY

Waterstops

Product Description

PVC - RUBBER - PE - TPV Waterstops to seal construction and expansion joints in concrete
structures. Waterstops are available in different sizes and types, depending on their use.
All PVC - PE- TPV waterstops are aveilable to W and M series.

Uses

Waterstops are used to seal construction and expansion joins in water retaining structures
such as tunnels, dams, spillways, canals, swimming pools, basements, underground car parks,
subways retaining walls

Standards/Approvals

PVC waterstops have been tested and are in accordance to:
BS. 2571
DIN 18541, Part 1- Part 2

Product Data

Colour  PVC waterstops : green.
RUBBER waterstops : black
PE waterstops : black
TPV waterstops : blue
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WATERSTOPS

PVC WATERSTOPS

W series
: Lwe [ 2 | b |
b WHF D-140 140 40
WHF D-200 200 70
WHF D-240 240 80
WHF D-300 300 100
Rolls: 25 m

WH D-140 140 40
WH D-200 200 70
WH D-240 240 80
WH D-300 300 100
Rolls: 25 m
a
b WR D-200 200 70
WR D-240 240 80
WR D-300 * 300 100
WR D-400 ** 400 150
Rolls: 20 m

* Only with 6 pins
** Only with 4 pins

_ a

WRH D-200 200 70
WRH D-240 240 80 b
WRH D-300" 300 100

Rolls: 20 m

* Only with 6 pins

PVC WATERSTOPS
SPECIAL PIECES

Special pieces can be made from all types of Waterstops
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Flat cross Flat T Flat corner



PVC WATERSTOPS
M series Acc DIN 18541 1 -

* Only with 6 pins

WM D250 /20 4

WM D250 250 90 45 30 4 1

WM D320/ 20 * 320 100 45 25 4 1

WM D320 * 320 100 45 30 4 11
Rolls:10 m

* Only with 4 pins

WMH D250/ 20 * 4

WMH D250 * 250 90 45 30 4 1
WMH D320/ 20 330 100 45 25 4 11
WMH D320 320 100 45 30 4 11
Rolls:10 m

DM 190 190

DM 240 240 80 15 4 20 3.5
DM 320* 320 100 15 5 20 4
Rolls:20 m

*Rolls:15 m

DM 190F 190

DM 240F 240 80 11 15 4
DM 320F* 320 100 1" 15 45
Rolls:20 m

*Rolls:15 m

WATERSTOPS



ANCHOR LOCKS FOR HDPE MEMBRANES

250mm

2.5mm

The Anchor Locks are used for mounting the HDPE membranes on tunnels and
water tank walls.

SPECIAL ACCESSORIES

PIPE FITTING “D —
PF -170 Pmm L o J
Material : PVC - PE 35mm
Color : Green - Black A

@ 16mm 70 mm PVC DISCS

RD - 80

Material : PVC - PE

Color : Green - Black

® 170mm

PVC Waterstop Technical Data Technical Data PE Anchor Locks

. Density 0.93 gr/lcm3
Density 1.48 + 0.15 kg/l :
Chemical Base Polyvinyl Chloride Chemical Base Polyethylene
Tensile Strength >10 Mpa Tensile Strength at break > 50 N/mm? ISO 527 -3

. 2

Tensile Strength at brake  >11 N/mm?’ DIN EN I1SO 527-2 Tear resistance 25N/mm”  1SO 6383 -2
Shore A Hardness 7015 DIN 53505 Elogation at Break > 750 % 1SO 527 - 3
Elongation at Brake > 300 % DIN EN ISO 527-2

Application Details

Welding Temperature ~180°C :’:’;!x
Service Temperature -35°Cto+55°C HELLAS
EN150 9001 : 2008
No: 0101108

PVC Waterstop Technical Data according DIN 18541 part 2
Density 1.41 + 0.15 kg/l
Chemical Base Polyvinyl Chloride
Tensile Strength >10 N/mm? DIN EN ISO 527-2
Tensile Strength at break  >12 N/mm? DIN EN ISO 527-2 ’ P
Tear resistance 13 N/mm* DIN EN ISO 527-2 bz Plast-l kl
Shore A Hardness 67 +5 DIN 53505
Elongation at Break > 350 % DIN EN ISO 527-2 PLASTICS AND RUBBER INDUSTRY
Application Details TYRBAS BROS

_ HEADQUARTERS Factory Keratea Attica
Welding Temperature ~180°C Viroria P.O.box 22018 Zip 19001
Service Temperature -35°Cto+55°C Tel. +30 22990 69288 - FAX. 22990 67429
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